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Lab reactors 
Not water sensitive 
If the reaction is not water sensitive, then the  
catalyst can be transferred immediately to the 
reactor from the container it was weighed in.  
The amount of water in the reaction can be reduced 
if the catalyst is allowed to settle and the excess 
water is removed before reactor charging. The sett-
ling time for the catalyst can be shortened, and the 
removal of excess water can be simplified by the use 
of a centrifuge. Excess water removal should be  
performed slowly via siphon behind a safety shield 
or in a fume hood. If the excess water is removed by 
a vacuum pump, then an in-line trap must be used.  
If necessary, use water to rinse out any catalyst stuck 
to the reactor wall during charging. Since catalyst 
deactivation can result from air oxidation, the  
catalyst must not be exposed to air during  
reactor charging.

Water sensitive  
If the reaction is water sensitive, then the water in 
the catalyst slurry can be displaced with a suitable 
solvent. First allow the catalyst slurry to settle, 
decant the excess water (see above), add the desired 
solvent. Mix the solvent with the catalyst, allow the 
catalyst to settle and decant the supernatant liquid. 
This solvent/decantation should be repeated to 
reach the desired water content. If the desired  
solvent is not water miscible, then first replace the 
water with a water miscible solvent (e.g. ethanol) 
and then replace this with the desired final solvent. 
Additional amounts of the desired solvent can be used 
to wash any catalyst stuck to the reactor wall during 
charging.  

! Care must be taken when choosing the
desired solvent because as well as being

pyrophoric, AMC can also react exothermically 
with certain solvents (e.g. certain carbonyl and 
nitro compounds) at room temperature.
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1. 	�Stir the catalyst in the drum to form an easy
to pour slurry. (Figure 1)

2. 	�Carefully and quickly, rinse the drum into the
transfer vessel, ideally with a diaphragm pump.
(Figure 2)

3. Pump the catalyst slurry into the reactor.
It is important that the catalyst is transported
through slanted tubes. Horizontal tubes and
	�other places the catalyst can collect should
be avoided. (Figure 3)
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If the reaction is water sensitive, then remove  
the excess water from the catalyst in the transfer 
vessel while under a nitrogen blanket. Replace the 
water with the reactions solvent. Stirring the catalyst 
slurry between the solvent addition step and the 
removing of water also enhances the removal  
of water. If the desired solvent is not water  
miscible, then first replace the water with a water 

miscible solvent (e.g. ethanol) and replace this with 
the final solvent. A more complete removal of water 
can be accomplished by repeating this procedure.  

All waste solutions from this step should be filtered 
under an inert atmosphere to remove catalyst fines 
before solvent disposal. A magnetic separator is 
highly recommended for this filtration.

Commercial scale reactors  
The following steps can be followed to charge a commercial scale reactor.
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Disclaimer 
This information and all further tech-
nical advice are based on our present 
know-ledge and experience. However, 
it implies no liability or other legal  
responsibility on our part, including 
with regard to existing third party  
intellectual property rights, especially 
patent rights. In particular, no warranty, 
whether express or implied, or guar-
antee of product properties in the legal 
sense is intended or implied.
We reserve the right to make any 
changes according to technological 
progress or further developments.  
The customer is not released from the 
obligation to conduct careful inspec-
tion and testing of incoming goods.  
Performance of the product described 
herein should be verified by testing, 
which should be carried out only by 
qualified experts in the sole responsi-
bility of a customer. Reference to 
trade names used by other companies 
is neither a recommendation, nor 
does it imply that similar products 
could not be used.
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Europe 
Evonik Operations GmbH 
Business Line Catalysts 
Rodenbacher Chaussee 4 
63457 Hanau-Wolfgang 
Germany 
Phone +49 6181 59-13399 
Fax +49 6181 59-2699

North America 
Evonik Corporation 
Business Line Catalysts 
1700 City Place Dr, Suite 
510 Spring, TX 77389 
USA
Phone +1 800 422-8773 

South America 
Evonik Brazil Ltda. 
Business Line Catalysts 
Rua Arquiteto Olavo  
Redig de Campos,  
105 Torre A – 13º e 14º andar 
04711-904 - São Paulo - SP Brazil 
Phone +55 11 3146-4100

Japan 
Evonik Japan Co., Ltd. 
Business Line Catalysts 
Shinjuku Monolith 12th Floor, 
2-3-1, Nishi-Shinjuku,
Shinjuku-ku
163-0938 Tokyo
Japan
Phone  +81 3 5323-7363 
Fax  +81 3 5323-8789 

China 
Evonik Specialty  
Chemicals (Shanghai) Co., Ltd. 
Business Line Catalysts 
55 Chungdong Road, 
Xinzhuang Industry Park 
201108 Shanghai 
China
Phone  +86 21 6119-1461 
Fax  +86 21 6119-1142

India 
Evonik Catalysts India Pvt Ltd. 
F - 1/2, MIDC Phase 1 
Dombivli (East) – 421213 
District Thane 
India
Phone  +91 25 124 71716 
Fax  +91 25 124 70269


